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Remote Fob Programming (Plips) – Land Rover 
 
Freelander, Defender and Discovery Series I  

  
Use this option to program new Plips (remote button keys) for the vehicle so that they will 
operate the locks and alarm. All existing Plips will be erased from the Immobiliser memory at 
this point. You must then press the lock button on the Plip repeatedly until the Horn sounds. 
This indicates that the Immobiliser has stored the Plip. The Plip code must be read 
successfully 8 times before it is stored, so it will be necessary to press the lock button at 
least 8 times before the horn will sound. Repeat this procedure for all Plips to be 
programmed, and press the ENTER key on the Multi-Tester Pro when finished. 
N.B. Because all existing Plips are erased at the start of this procedure, you must re-learn 
any existing Plips that you still wish to use with the vehicle. It is therefore important that you 
have all the keys for the vehicle to hand before beginning this procedure. 
 
 
 
Discovery Series II 
 
Up to 5 Plips can be programmed on these vehicles in the body controller unit (BCU). When 
a new Plip is obtained for the vehicle, it will be supplied with a label containing two barcodes 
which hold the security code for the Plip. When the Plip programming option is selected, you 
will be prompted to enter the two barcodes on the Multi-Tester Pro, when complete the Plip 
will be recognised by the BCU. The format of the barcodes can be seen in the following 
example 
 
*N291BB1291AA0FFW* 
*FFFFFFFFD6E77E7* 
 
When entering the barcodes, make sure to enter all the data between the asterisks. 
 

Read EKA Code (Freelander up to 01, Defender, Disco very) 

Under normal circumstances, the only way to disarm the Immobiliser on a Land Rover 
vehicle is to use the correct Plip key to unlock the car. If no Plip key is available or 
functioning, it is possible to disarm the Immobiliser by using the EKA (Emergency Key 
Access) Code. This option will read the EKA Code from the vehicle and display it on the 
Multi-Tester Pro screen. 
The EKA Code consists of a 4 digit numerical sequence. To use an EKA code to disarm a 
vehicle, perform the following sequence: 
 
� Insert the key into the drivers door lock and turn to the lock position. 
� Wait for 5 seconds. 
� Turn the key to the unlock position the number of times indicated by the first digit of the 

EKA code. 
� Turn the key to the lock position the number of times indicated by the second digit of the 

EKA code. 
� Turn the key to the unlock position the number of times indicated by the third digit of the 

EKA code. 
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� Turn the key to the lock position the number of times indicated by the fourth digit of the 

EKA code. 
� Turn the key to the unlock position. 
 
 
If the EKA code is entered correctly, the Alarm LED will stop flashing, and the engine will 
start. 
 
If you make an error while entering the EKA code, open and close the driver’s door before 
going back to the start of the sequence. If the EKA code is entered unsuccessfully 3 times, 
the system will ignore any further attempts for the next 10 minutes. 
 


